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Notice            
 
The American Custom Golf Cars, Inc ., herein known as ACG, ñLimited Warrantyò 

for owners of the Cadillac ESCALADE eGC is included with this manual.  

(see Appendix W-1). 
 

No other warranties, expressed or implied, are contained herein.  
 

ACG and your authorized dealer or representative checked this vehicle before it 
was delivered to you. 
 

This vehicle does not conform to Federal Motor Vehicle Safety Standard FMVSS #500 for 
LSV (low-speed vehicles), and is not equipped for operation on public streets and roads.   
 

Cadillac ESCALADE eGC does conform to the current American National Standards 

Instituteôs Z130 Safety and Performance Requirements for Golf Cars, as of date of 
manufacture as shown on the vehicleôs ñCertification Labelò.   
 

ACG is not liable of errors in this manual or for incidental or consequential damages that 
result from the use of the material in this manual.  The information contained in this 
document including the warranty information contained in separate ñWarrantyò document is 
subject to change without notice. 
 

ACG reserves the right to make design and equipment changes to vehicles without 
obligation to make these changes on units sold prior to the changes being made. 
 
Throughout this ñOwnerôs Manualò, the words ñgolf cartò, ñeGCò and ñvehicleò are used 
interchangeably.  
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Foreword            
 
 

Thank you for choosing the Cadillac ESCALADE eGC for your golf and 

community transportation needs.  American Custom Golf Cars, Inc.  would like to 
welcome you to the new revolution in the Custom Golf Cart Industry.   
 

Please protect your investment to make sure that yourCadillac ESCALADE eGC 

will provide you with years of reliable performance.  
 
Your safety is important to us, so please make sure that prior to operating the 
vehicle you have read the following instructions and warnings.  
 
If you rent or loan your vehicle to others, please make sure that they have read this 
manual prior to operating this vehicle. 
 
Please consider this manual to be a permanent part of this vehicle and if it is sold, 
please make sure that the new owner receives the manual so that they will have the 
operating information that it contains as well. 
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Introduction           

ABOUT THIS MANUAL  

Thank you for purchasing yourCadillac ESCALADE eGC vehicle manufactured by 

American Custom Golf Cars, Inc. (ACG)  
 
Your vehicle is designed to operate exclusively on battery power.  
 
It is a ñZero Emission Vehicleò (ZEV).  
 
The ACG company objective includes customer safety and product satisfaction.  
 
This ñOwnerôs Manualò is designed to acquaint you with the proper and safe 
operation of your ACG vehicle.  
 
Please take the time to read and understand the manual before operating your 
vehicle.  
 
Maintenance schedules and general care instructions are included in the Operation 
and Maintenance section. 
 
This manual is applicable only to the following ACG models: 
 

2010Cadillac ESCALADE eGC 

 
If any questions arise after reading the manual, please contact ACG Customer 
Service at (909) 597-2885. 
 
Please have your Vehicle Identification Number (VIN) and date of purchase 
information available. 
 

NOTE:  
All information and specifications in this ñOwnerôs Manualò are current at the time 
of printing. However, due to ACGôs policy of continuous product improvement, we 
reserve the right to make changes, at any time, without written notice or obligation.  
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Insurance Notice  
Your Insurance may not provide coverage for accidents involving the use of 
this vehicle. To determine if coverage is provided you should contact your 
insurance company or agent.  

 
Warranty Registration  
 
The separate ñWarrantyò document includes a ñWarranty Registration Card ò.   
 

Your new Cadillac ESCALADE eGC (Electric Golf Cart) comes with a: 

One (1) Year Limited Warranty.  
 

The Warranty begins from the date that the Cadillac ESCALADE eGC is 

purchased from an approved Dealer or Distributor of American Custom Golf 
Cars, Inc.  products, provided that the ñWarranty Registration Card ò is received 
by American Custom Golf Cars, Inc.  within 45 Days of the purchase date of the 
vehicle.  
 
If the ñWarranty Registration Card ò is not received within 45 days of purchase 
date, the Warranty commencement date will be the vehicle production date , as 
shown on the vehicleôs ñCertification Labelò.   
 
Please protect your Warranty and mail your ñWarranty Registration Card ò 
today ! 
 
There are no other expressed warranties on your ACG vehicle beyond those set in 
the accompanying ñWarrantyò document (Appendix W-1), and no implied warranties 
of merchantability or fitness to the full extent allowed by law.  
 
ACG  and its dealers shall not be liable for loss of use, inconvenience, lost time, 
commercial loss or any incidental, consequential or other damages. 

 
A separate ñTire Registration Card ò is provided for Warranty and potential Tire 
Recall campaign, the Tire Registration is required by Federal Law under the TREAD 
Act.  
 

Please fill out and mail both Registration Car ds today!  
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                             General Warnings                _
    
1. This ñOwnerôs Manualò should be read completely before attempting to drive or  
     service the vehicle. Failure to follow the instructions in this manual could result in  
     property damage, severe personal injury, or death. 
 
2. When charging the vehicle, be sure that the key switch is in the ñOFFò position. 
    If the key is left in the ñONñ position, it may damage the charger or the EGC. 
 
3. Your vehicle is equipped with an on-board UL- listed charger. When charging  
     your EGC, please be sure to use a proper, grounded cord to provide power to  
     the charger.  Please be sure to raise the hood of the golf cart to allow ventilation  
     of the charger so that it does not overheat.  
Please refer to the  separate ñCharging Procedures Manual ò for further 
detailed information on your eGC charging.  
 
4. Always obey all traffic regulations when operating the vehicle.  
 
5. When stopping and leaving the vehicle: 

a) Make sure vehicle has come to a complete stop. 
b) Switch ñForward-Neutral-Reverse Switchò to the ñNeutralò position. 
c) Engage parking brake 
d) Turn the ñKey Switchò to ñOFFò position and remove key. 
 

6. Wear safety glasses or approved eye protection when servicing the vehicle.  
    Wear a full-face shield and rubber gloves when working with the batteries. 
 
7. Use insulated tools when working around batteries or electrical connections.  
    Use extreme caution to avoid shorting of components or wiring. 
 
8. Improper use of the vehicle or failure to properly maintain it could result in  
    decreased vehicle performance or severe personal injury. 
 
9. Any modification or change to the vehicle that affects the stability or handling 
    of the vehicle or increases maximum speed beyond factory specifications, could 
    result in severe personal injury or death. 

 
10. Prior to servicing Vehicle: 
 a. Chock the wheels. 
 b. Turn the ñKey Switchò to ñOFFñ position and remove the key. 
 c. Disconnect battery cables, negative  (--) cable first. 
 
 



Copyright © 2009-2010 American Custom Golf Cars, Inc.  Page 8 
 

WARNING! 

1. If renting or loaning the vehicle, make sure that the driver is familiar with all 
controls and operating procedures before allowing the vehicle to be driven. 

2. Any modification or change to the vehicle that affects the stability or handling 
of the vehicle, or increases maximum vehicle speed beyond factory 
specifications, could result in severe personal injury or death. 

 
3. Do not shift the ñForward-Neutral-Reverse Switchò while the vehicle is 

moving. To avoid damaging the vehicle or injuring an unsuspecting 
passenger, always bring the vehicle to a full and complete stop before 
switching from Forward  to Reverse . 

 
4. To avoid unintentionally starting or rolling the vehicle: 

A). Set the ñParking Brakeò,  
B). Turn the ñKey Switchò to the ñOFFò position, 
C). Remove keys prior to leaving the vehicle. 
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SAFE OWNERSHIP OF ACG ELECTRIC VEHICLES   
 
ACG pure battery electric vehicles are different from vehicles you might be 
accustomed to owning. Special precautions should be followed when owning and 
operating an ACG vehicle.  
 
Please read this ñOwnerôs Manualò and pay particular attention to the ñCaution sò 
and ñWarnings ò in this Manual, as well as those placed on the vehicle in various 
locations. 
 
In general, ACG Golf Carts  are designed and are intended only for use at low 
speed, up to 15 mph, and are not intended for use on public roads.  
 
Specific to ACG vehicles, the following safe habits should always be followed: 
 
Å ACG vehicles are open vehicles. For this reason, safety belts should always be 
worn by all occupants to prevent being thrown from the vehicle during operation.  
If your ACG is equipped with optional canvas or plastic doors, these were designed 
and are intended only to keep wind and water out of the vehicle and should not be 
relied upon to keep occupants in the vehicle or to protect them in case of collision. 
 
Å ACG vehicles are not designed to meet any collision or roll-over requirements. 
Therefore, you should always drive your ACG vehicle in a safe manner while being 
alert to potential dangerous situations around you. As with all motor vehicles, never 
drink alcohol and attempt to drive an ACG  vehicle.  
 
Å Operate an ACG  vehicle only on private roads where the speed limits are 
appropriate for low speed vehicles.  
 
Å You should never operate an ACG vehicle so that you are an obstacle and 
become an annoyance for faster moving traffic. 
 
Å ACG vehicles are designed to be recharged from a standard 120 VAC-15 Ampere 
electrical outlet that is ground-fault protected. Charging from a circuit of lesser 
capacity and/or using a cord from the outlet to the ACG vehicle that is not sufficient 
in wire gauge (AWG) could create a fire hazard.  
Please consult ñCharging Procedures Manual ò for the proper extension cord 
gauge which depends on its length. 
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Å The voltage in an ACG vehicle battery pack (the battery pack is what you charge 
and provides the ñfuelò to the ACGôs electric drive system) is 48 Volt DC and is 
sufficient to cause death by electric shock - electrocution.  
 
For this reason, ACG  owners should never attempt to do any maintenance or repair 
work on their ACG vehicleôs electric drive system, including the battery pack, unless 
they have had special training. The one exception is inspection and refilling, if 
necessary, of the distilled water in flooded type batteries that can be ordered with 
ACG vehicles. 
 
Å In this ñOwnerôs Manualò, the above safe ownership and operation habits will be 
pointed out to you as the different aspects of owning and operating an ACG vehicle 
are explained. Please read, understand and abide by them for years of safe 
operation and enjoyment of your ACG Electric Golf Cart . 
 
 
 

Warnings,  Cautions  and Notes  
 
Throughout this ñOwnerôs Manualò you will find the words ñWARNING!ò 
and ñCAUTION!ò These serve as reminders that attention is required.  
 

ñWARNING!ò 
Indicates an immediate hazard, which could result in an accident 
causing bodily injury.  
 

ñCAUTION!ò 
Identifies something that could result in damage to your vehicle.  
 

ñNOTEò 
Notes are for your information and to make procedures more easily 
understood.  
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Controls and Indicators        

 
 

Key Switch  
 
The ñKey Switchò is mounted on the dash to the right of the steering column.  
It has two positions:  
 
1. OFF position - There is no power to vehicle. (Key is Vertical as shown in picture below) 
2. ON position - vehicle is ON and can be driven. (Key is turned clockwise 45 degrees) 
 

 

(Key Switch shown in ñOFFò position) 
 

WARNING!  
Never turn the ñKey Switchò to the ñOFFò position while the vehicle is in 
motion. This could lead to loss of speed control and loss of control of 
the vehicle. This can cause a serious accident. 
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Forward  ï Neutral  - Reverse Control Switch  
 
The ñForward-Neutral-Reverse Switchò is located on the seat support panel.  
 
There are three (3) distinct positions: Forward , Neutral  and Reverse .  
 

1.) FORWARD - To operate the vehicle in the forward direction, rotate the 
switch towards the passenger side of the vehicle.  

 
2.) REVERSE - To operate the vehicle in the reverse direction, rotate the switch 

towards the driver side of the vehicle.  Your Vehicle has been equipped with 
a reverse warning beeper so that when the vehicle is in reverse you will hear 
a loud beep signaling that the vehicle is in reverse.  

 
3.) NEUTRAL  - When the switch is in the straight up and down position the 

vehicle is in Neutral and will not move when the accelerator pedal is 
depressed. 
 

 

 
(Switch shown in Reverse  position) 

 

CAUTION!  
Always bring the vehicle to a complete stop before changing the 
position of the ñForward-Neutral-Reverse Switchò.  
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Accelerator Pedal  
 
The ñAccelerator Pedalò is the pedal on the right, with the word ñGOò molded into it. 
The operation of the accelerator pedal differs from that of an Automobile. When the 
ñKey Switchò is in the ñONò position, depressing the accelerator pedal will release 
the parking brake. As the accelerator pedal is depressed speed will increase until 
full speed is reached. When you release the accelerator pedal the power to the 
motor is cut OFF and the motor will stop running causing the vehicle to coast.  
 

 
 

WARNING!  
The vehicle will not stop automatically when the ñAccelerator Pedalò is 
released.  
You must depress the ñBrake Pedalò in order for the vehicle to come to a stop 
or to slow down rapidly.  
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Brake Pedal  
 
The ñBrake Pedalò is the large pedal on the left with the word ñSTOPò molded into it. 
To slow or stop the vehicle, release the ñAccelerator Pedalò and then depress the 
brake pedal with your foot until the EGC has come to a complete stop or the vehicle 
has slowed to your desired speed. 
 

 
 

Park Brake Pedal  
 
The ñPark Brake Pedalò is the small raised portion in the upper left corner of the 
ñBrake Pedalò. It has the word ñPARKò molded into it.   
 
To set the park brake, depress the ñBrake Pedalò firmly and tilt the park brake 
portion of the pedal forward with your foot. 
 

WARNING!  
The ñPark Brakeò will release automatically when either the ñAccelerator Pedalò 
or ñBrake Pedalò is depressed. The park brake has multiple locking positions 
and should be firmly pressed and locked to prevent the vehicle from rolling.  
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Light Switch  
 
The ñLight Switchò is located on the Dashboard to the left of the steering Column.  
It is a 2 position switch it is labeled with ISO symbol (icon).  

1.) OFF -  When the top portion of the switch ñOò is depressed the lights are off. 

2.) ON   -  When the bottom portion of the switch ñIò is depressed, the lights are on.  
 
 

 
(Light switch shown in ñONò position) 

 

Fog Light Switch  
 
The ñFog Light Switchò is located on the Dashboard to the left of the steering 
Column, next to the ñLight Switchò.  
It is a 2 position switch it is labeled with ISO symbol (icon).  

1.) OFF -  When the top portion of the switch ñOò is depressed the fog lights are off. 

2.) ON   -  When the bottom portion of the switch ñIò is depressed, the fog lights are on.  

 

Auxiliary Switch es 
 
Two ñAuxiliary Switchesò are located on the Dashboard to the left of the steering 
Column, next to the ñFog Light Switchò .  

It is a 2 position switch it is labeled with ñºñ symbol (icon).  
1.) OFF -  When the top portion of the switch ñOò is depressed the fog lights are off. 

2.) ON   -  When the bottom portion of the switch ñIò is depressed, the fog lights are on.  
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Turn Signal Lever  Switch  
 

 
The Turn Signals are activated by Lever Switch located on Left side of steering 
column below Steering Wheel.  
 
It is a 3 position switch.  

1.) RIGHT - When the Lever is pushed UP (Clockwise) ï the Right Lights Flash. 

2.) OFF   - When the Lever is Horizontal, the Turn Signal lights are ñOFFò. 

3.) LEFT ï When the Lever is pushed down (Counter Clockwise) ï the Left Lights Flash. 

 

NOTE:  

The system DOES NOT have a ñself-cancelingò feature; return the Lever to the horizontal 
ñOFFò position after completing the intended Turn or Lane Change! 
 

 
 

 
(Turn Signal Lever Switch shown in ñOFF ñposition) 
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Instrument Panel  
 

 
 

The Cadillac ESCALADE eGC LCD display has following functions: 
 Battery Voltage  (shown as 50.0V) 
 Timer  in H:MM format (shown as 0:06) 
 Temperature  in Centigrade (shown as 49 °C) 
 Vehicle Speed  in MPH (shown as 00 mph) 
 Odometer  ï Distance Traveled in Miles (shown as 000.0) 

 
Battery Charge Indicator Light  

 The RED Low Power light will illuminate when the batteries have 
discharged to less than 25% of rated capacity.  

 

Turn Signal Directional Indicators  

 The GREEN Light above å will flash when Left Turn Signal is activated 

The GREEN Light above æ will flash when Right Turn Signal is activated 
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Locking Glove Box  

The Cadillac ESCALADE eGC is equipped with locking glove box on the 

passenger side of the dashboard.  The Locking Glove Box uses the same key as 
the ñKey Switchò and is keyed alike. If the keys are lost, the locks for the glove box 
as well as the ñKey Switchò switch need to be changed. 
 

 
 

Front Trunk Release  

The ñFront Trunk Release Leverò on the Cadillac ESCALADE eGC is located 

inside the passenger side locking glove box on the right side wall of the glove box.  

Pull on Top of the handle towards you Ĕ, to release the Front Hood Latch  
 

  

Ĕ 
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Accessory  Outlet  
 
The accessory outlet is located on the dash. 
 

This outlet will accept a standard automotive 12-volt accessory outlet and is only 
intended for moderately powered accessories, such as a cellular phone, Lap top 
computer, etc.  
 

It is not intended to operate large current items, such as cigarette lighters.  
 

The accessory outlet is fused at 15 Amperes with fuse ñF2ò. 
 

WARNING!  

Damage to electrical components may occur from improper use. 

 
 

 

Cup  Holders  
 

The vehicle is equipped with two cup holders that are installed in central 
divider between front seats.  
 

CAUTION!  
Liquids can damage electrical components and the circuit board. 
Handle all liquids with care.  
Do not spray water directly into the upper or lower dash. 
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Safety Belts                                                    
 

Your ACG vehicle is equipped with ñSafety Beltsò for both driver and passengers. 
 
Research has shown that safety belts save lives. Safety belts can reduce the 
seriousness of injuries in a single vehicle accident. Some of the worst injuries 
happen when people are thrown from the vehicle. Safety belts provide protection, 
and they reduce the risk of injury caused by striking the inside of the vehicle. 
Everyone needs to buckle up all the time, even for short trips.  
 
 

WARNING!  
Å Wearing a safety belt incorrectly is dangerous. Safety belts are designed to go 

around the large bones of your body. These are the strongest parts of your body 
and can take the forces of a collision best. 

Å Wearing your safety belt incorrectly could increase your risk for injury in a collision. 
You could suffer internal injuries, or even slide out of part of the belt. Use the 
instructions in this manual to insure you and your passengers are wearing the 
safety belts properly. 

ÅTwo people should never be belted into a single safety belt. People belted  
    together can crash into one another in an accident, causing injury. Never use a  
    lap belt for more than one person, no matter the size of the person. 

 

WARNING!  
In a collision, you and you passengers can suffer injuries, including fatalities, if you 
are not properly buckled up. You can strike the interior of your vehicle or other 
passengers, or you can be thrown out of the vehicle. Always be sure you and others 
in your vehicle are buckled up properly. 

 

CAUTION!  
Maximum occupancy is limited to two people (including the driver).   
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Proper Use of  Lap Belt  
 

1. Enter the vehicle and sit back. 
2. Grasp the safety belt buckle and slide the buckle up the webbing as 

far as necessary to make the belt go around your lap. 
3. When the safety belt is long enough to fit, insert the buckle into the 

latch until you hear a click. 
4. Position the lap belt across your thighs, and below your abdomen.  

To remove slack in the lap belt pull up on the belt. To loosen the lap 
belt if it is too tight, tilt the buckle and pull on the lap belt. A snug belt 
reduces the risk of sliding under the belt in a collision. 

5. To release the belt, push the red button on the latch.  
 
 

CAUTION!  
Make sure the button on the latch faces upward or outward, so that you are able to 
unbuckle your safety belt quickly. 

 
 

WARNING!  
A frayed or torn belt could rip apart in a collision and leave you with no protection. 
Inspect the belt system periodically, checking for cuts, frays, or loose parts. 
Damaged parts must be replaced immediately. Do not modify or disassemble the 
system. Seat belt assemblies must be replaced after a collision if they have been 
damaged (bent buckle, torn webbing, etc.).  

 

WARNING!  
Å A belt that is buckled into the wrong latch will not function or protect you 

properly. The lap portion of the safety belt could ride too high on your body, 
possibly causing internal injuries. Always buckle your safety belt into the latch 
nearest you. 

Å A safety belt that is too loose will not function properly. In a sudden stop, you 
could jerk too far forward, increasing the possibility of injury. Wear your safety 
belt snugly. 
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SEAT BELTS AND PREGNANT WOMEN  
 
We recommend that pregnant women use seat belts throughout their pregnancy. 
Keeping the mother safe is the best way to keep the baby safe. 
 
Pregnant women should wear the lap part of the belt across the thighs and as snug 
across the hips as possible. Keep the belt low so that it does not come across the 
abdomen. That way the strong bones of the hips will take the force if there is a 
collision.  
 
 

SEAT BELT EXTENDER 
 
If a seat belt is too short, even when fully extended, your dealer can provide you 
with a seat belt extender. This extender should be used only if the existing belt is 
not long enough. When it is not required, remove the extender and store it. 
 

WARNING!  
Using a seat belt extender when not needed can increase the risk of injury in a 
collision. Only use when the seat belt is not long enough when it is worn low and 
snug, and in the recommended seating positions. Remove and stow the seat belt 
extender when not needed.  
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Child Restraint  
 

Everyone in your vehicle needs to be buckled up at all times - babies and children, 
too. Every state in the United States and all Canadian provinces require that small 
children ride in proper restraint systems. This is the law, and you can be prosecuted 
for ignoring it. 
 
Children 12 years and under should ride properly buckled up in a rear seat, if 
available. According to crash statistics, children are safer when properly restrained 
in the rear seats, rather than in the front. 
  
There are different size and types of restraints for children from newborn size to the 
child almost large enough for an adult safety belt. Always check the child seat 
ownerôs manual to ensure you have the correct seat for your child. Use the restraint 
that is correct for your child. 
 
 

WARNING!  
In a collision, an unrestrained child, even a tiny baby, can become a missile inside 
the vehicle. The force required to hold an infant could become so great that you 
could not hold the child, no matter how strong you are. The child and others could 
be badly injured. Any child riding in your vehicle should be in a proper restraint for 
the childôs size.  
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Infants  and Child  Restraints  
 

Safety experts recommend that children ride rearward-facing in the vehicle until 
they are at least one year old and weigh at least 20 lbs (9 kg). 
  
Two types of child restraints can be used rearward-facing: infant carriers and 
ñconvertibleò child seats. 
 
The infant carrier is only used rearward-facing in the vehicle. It is recommended for 
children who weigh up to about 20 lbs (9 kg).  
 
ñConvertibleò child seats often have a higher weight limit in the rearward-facing 
direction than infant carriers do, so they can be used rearward-facing by children 
who weigh more than 20 lbs (9 kg) but are less than one year old.  
 
Both types of child restraints are held in the vehicle by the lap/shoulder belt.  
 
This vehicle is not equipped with a ñlatchò child restraint anchorage system.  
 
The lap belt must be used to secure both types of child restraints into the vehicle. 
 

WARNING!  
Improper installation can lead to failure of an infant or child restraint.  
It could become loose in a collision.  
The child could be badly injured or killed.  
Follow the restraint manufacturerôs directions exactly when installing an 
infant or child restraint. 

 
Other children and child restraints  
 
Children who weigh more than 20 lbs (9 kg) and who are older than one year can 
ride forward-facing in the vehicle. 
  
Forward-facing child seats and convertible child seats used in the forward-facing 
direction are for children who weigh 20 to 40 lbs (9 to 18 kg), and who are older 
than one year. These child seats are also held in the vehicle by the lap belt. 
  
The belt-positioning booster seat is for children weighing more than 40 lbs (18 kg), 
but who are still too small to fit the vehicleôs seat belts properly. If the child cannot 
sit with knees bent over the vehicleôs seat cushion while the childôs back is against 
the seat back, they should use a belt-positioning booster seat. 
  
The child and belt-positioning booster seat are held in the vehicle by the lap belt.  
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Children  too  large  for  booster  seats  
 
Children who are large enough to wear the lap belt comfortably, and whose legs are 
long enough to bend over the front of the seat when their back is against the seat 
back, should use the lap belt. 
Å Make sure that the child is upright in the seat. 
Å The lap belt should be low on the hips and as snug as possible. 
Å Check belt fit periodically. A childôs squirming or slouching can move the belt out 

of position. 
 

Not all child restraint systems will be installed as we have described 
here. Again, carefully follow the instructions that come with the child 
restraint system. 
 
Tips  forgetting  the most  out  of  your  child  restraint  
 
Å Before buying any restraint system, make sure that it has a label certifying that it 

meets all applicable Safety Standards. ACG also recommends that you try a 
child restraint in the vehicle seats where you will use it before you buy it. 
 

Å The restraint must be appropriate for your childôs weight and height. Check the 
label on the restraint for weight and height limits. 

 
Å Carefully follow the instructions that come with the restraint. If you install the 

restraint improperly, it may not work when you need it. 
 

Å All passenger seat belts are equipped with cinching latch plates. 
 

Å Seat belts are designed to keep the lap portion tight around the child restraint so 
that it is not necessary to use a locking clip.  

 
Å The cinching latch plate will keep the belt tight, however, any seat belt system 

will loosen with time, so check the belt occasionally and pull it tight if necessary 
 

Å Buckle the child into the restraint exactly as the restraint manufacturerôs 
instructions tell you. 

 
Å When your child restraint is not in use, secure it in the vehicle with the seat belt 

or remove it from the vehicle. Do not leave it loose in the vehicle. In a sudden 
stop or collision, it could strike the occupants and cause serious personal injury. 

 
 

NOTE:  
For additional information refer to www.seatcheck.org  
or call 1-866-SEATCHECK.. 

http://www.seatcheck.org/
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Transporting   Pets  
 

Pets should be restrained in a pet harness, or in a pet carrier that is 
secured by seat belt. 
 
 
 
 

Optional  Accessories  
 

CAUTION!  
Use only ACG approved rear accessories.  
Others may cause damage to the vehicle, and will void warranty. 

 

WARNING!  
Any modifications or alterations to this vehicle could seriously affect its 
road worthiness and safety and may lead to an accident resulting in 
serious injury or death. 
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Tires & Wheels                                                    
 

Tires  
 

Proper tire inflation pressure is essential to the safe and satisfactory operation of 
your vehicle.  
Tire inflation pressures are provided on your vehicleôs ñTire Information Labelò  
(See page 29, Figure 1). 
 
Four (4) primary areas are affected by improper tire pressure: 
 

1. Safety  
Under-inflation increases tire flexing and can result in tire failure. Over-inflation 
causes a tire to lose its ability to cushion shock. Objects on the road and potholes 
could cause tire damage that may result in tire failure. Unequal tire pressure can 
cause steering problems. 
 

CAUTION!  
After inspecting or adjusting the tire pressure always reinstall the valve stem cap. 
This will prevent moisture and dirt from entering the valve stem, which could 
damage the valve stem. 

 
2. Range  
Improper inflation pressures can cause uneven wear patterns to develop across the 
tire tread. These abnormal wear patterns will reduce tread life resulting in premature 
replacement. Under-inflation increases tire rolling-resistance, resulting in lower 
vehicle range. 
 

3. Ride Comfort and Vehicle Stability  
Proper tire inflation contributes to a comfortable ride. Over-inflation produces a 
jarring and uncomfortable ride. Both under-inflation and over-inflation affect the 
stability of the vehicle and can produce a feeling of sluggish response or over 
responsiveness. Replace valve stem caps after tire maintenance to prevent dirt 
from damaging valve stem or preventing the stem from closing properly. 
 

4. Wear 
Any accelerated wear of tires may be an indicator of improper alignment or 
poor driving habits. If uncertain, consult your ACG service provider.  
 
 

NOTE:  
The vehicleôs tire information can be found on the ñTire Information Labelò  
(See page 29, Figure 1). 
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WARNING!  
Improperly inflated tires are dangerous and can cause accidents. 
Å Under inflation increases tire flexing and can result in tire failure. 
Å Over inflation reduces a tireôs ability to cushion shock. Objects on the road and 

chuck holes can cause damage that can result in tire failure. 
Å Unequal tire pressures can cause steering problems. You could lose 

control of your vehicle.  

 
 

WARNING!  
Å Overinflated or under inflated tires can affect vehicle handling and can fail 

suddenly, resulting in loss of vehicle control. 
Å Unequal tire pressures from one side of the vehicle to the other can cause the 

vehicle to drift to the right or left. 

Always drive with each tire properly inflated . 

 
 

Replacement   Tires  
 
The tires on your new vehicle provide a balance of many characteristics.  
They should be inspected regularly for wear and correct inflation pressure.  
ACG strongly recommends that you use tires equivalent to the originals in quality 
and performance when replacement is needed. Failure to use equivalent 
replacement tires may adversely affect the safety, handling, and ride of your 
vehicle. We recommend that you contact your dealer or ACG Customer Service 
regarding any questions you may have on tire specifications or capability. 
 
 

WARNING!  
Å Do not use a tire size other than that specified on your vehicleôs tire label. 
Å Improperly sized tires can cause vehicle components to wear out prematurely 
and may change your vehicleôs ride, handling, and steering behavior. In addition, 
it may affect the accuracy of your speedometer/odometer.  

Å Using tires sized other than specified on your vehicleôs tire label could cause you 
to lose control resulting in serious injury or death. 

Å Never use a tire smaller than the minimum tire size listed on your vehicleôs tire 
label. Using a smaller tire could result in tire overload and failure. 

Å Failure to equip your vehicle with tires having adequate speed capability can 
result in sudden tire failure and loss of vehicle control. 

Å Overloading your tires is dangerous. Like under inflation, overloading can cause 
tire failure. Use tires of the recommended load capacity for your vehicle and 
Never overload them.  
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WARNING!  
Å Do not use a tire, wheel size or rating other than that specified for your vehicle. 
Å Some combinations of unapproved tires and wheels may change suspension 

dimensions and performance characteristics, resulting in changes to steering, 
handling, and braking of your vehicle. This can cause unpredictable handling 
and stress to steering and suspension components. You could lose control and 
have an accident resulting in serious injury or death.  

Å Use only the tire and wheel sizes with load ratings approved for your vehicle. 

 
 

NOTE:  
The vehicleôs tire information can be found on the ñTire Information Labelò  
(Reproduced below) 

 
(The label location on the vehicle is under Certification Label under driver seat). 
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Tire Changing & Jacking Points  
 
In the event of a flat tire, you need to observe the following precautions:    
ü Park the vehicle on a firm level surface; avoiding icy or slippery areas.    
ü Set the parking brake and block both the front and rear of the tire diagonally 

opposite the jacking position. For example, if the right front tire is being 
changed, block the left rear wheel.    

ü Use a small floor style jack or low profile scissors jack only.                     
ü Jack the vehicle only from the side of the vehicle, on the main frame rail, at 

the points indicated by ù } ú  where the tub or floor panel support 
and the main frame rail are welded (See picture below).  

 

Do not use the rear Trailer Hitch Adapter indicated by as lifting point !  
However it can be used as Tie-Down point during transport see page 50 for details. 

   

 The Cadillac ESCALADE eGC chassis (body removed). 

 

CAUTION!  
 Jacking at any location other than the proper jacking points may cause major vehicle body damage. 

 

WARNING!  
Getting under a jacked-up vehicle is dangerous. The vehicle could slip off the jack 
and fall on you. Never get any part of your body under a vehicle that is on a jack. 
Never start or run the motor when the vehicle is on a jack. If you need to get under 
the vehicle, make sure the vehicle is first located on a flat solid surface, and is 
supported securely by automotive jack stands or, take the vehicle to a service 
center where a technician can put it on a properly adjusted hoist. 
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Brakes                                                                   
 

Cadillac ESCALADE eGC has Front Disc Brakes which are self adjusting. 

 
Brake  Fluid  Level  
 

The Brake Fluid Reservoir is located under the hood, at the Front to the side of the 
hood latch mechanism.  
 
The fluid level of your brake system is a very important safety component. It should 
be checked according to the Monthly Vehicle Maintenance Schedule, on Page 47, 
by removing the Brake Fluid Reservoir Cap and observing the fluid level.  
 
The maximum fluid level should be at about one inch (25 millimeters) below the 
reservoir top.  
 
If it is substantially lower, fill it with DOT 4 Brake Fluid . 
 
If the Brake Fluid needs to be refilled more frequently than every other month then 
check the entire Brake System for any leakage and see your dealer for service or 
call immediately ACG Customer Service  at (909) 597-2885 
. 

 
 

CAUTION!  
Brake fluid may cause damage to painted and finished surfaces.  
Use caution when refilling the brake fluid reservoir. 

 

CAUTION!  
Use only DOT 4 Brake Fluid from a sealed Container.  
Clean Filler Cap before removing. 


